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4OMPa CONCRETE, SL81 MESH TOP 2.0m (MIN) - 6.0m (MAX & PREFERRED) AS PER AGTM
2 BOTTOM WITH 50mmm COVER. REFER TO DESIGN PLANS FOR DIMENSION 1.2m-1.5m
COLOUR - REFER TO DESIGN PLANS
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PROOF ROLL REMNANT PAVEMENT / SUBGRADE 150mm PM2/20 QUARRIED PAVEMENT
NOTES: COMPACTED TO 96% STANDARD DRY DENSITY (SDD) MATERIAL COMPACTED TO 98%
1. ROAD HUMP SHALL BE CONSTRUCTED IN ACCORDANCE WITH MAXIMUM MODIFIED
D.I.T MANUAL OF LEGAL RESPONSIBILITIES AND TECHNICAL DRY DENSITY (MMDD)
REQUIREMENTS FOR TRAFFIC CONTROL DEVICES (PART 2) - CODE SECTION A-A
OF TECHNICAL REQUIREMENTS, AS 1742.13 & AUSTROADS GUIDE SCALE 1: 10
TO TRAFFIC MANAGEMENT (PART 8).
2. FOR BUS ROUTES RAMPS SHALL BE EXTENDED TO 2m LONG AND
FLAT TOP SHALL BE 7m MIN. FLAT TOP ROAD HUMP (CONCRETE)
3. REFERTO D.LT PAVEMENT MARKING MANUAL PART 2.1.13 FOR
INVERTED PIANO KEY MARKINGS.
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